Intel® Processor N-series & Atom® Processor X Series

EPX-ASLP

BGA Processor Pico ITX Motherboard

Features

Intel® Processor N97 & Atom® x7000RE series processors

C€ S 28 rutis
Bottom Layer Soldered Processor

1x DP++, 1x HDMI, Single Channel 18/24-bits LVDS
Triple Display, DP 1.4a, HDMI 2.0b, 1x 1CH LVDS
Dual Intel® Gigabit Ethernet, 2.5GbE

Dual Expansion Slot, M.2 Key-B, M.2 Key-E

H/W Status Monitor

CPU temperature monitoring
Voltages monitoring
CPU fan speed control

TPM Support fTPM

Board PICOITX

Expansion

Expansion 1x M.2 Type B 2242/3042 with (1x PCle x1or USB3.2 GENT1) or
(1x SATAIIl + USB3.2 GENT1), USB2.0, SIM Slot for SSD/LTE/
10 Cards)
*Default: SATA
*1x 10Pin FPC connector for Micro SIM card adapter
*Micro SIM card to SIM card adapter by optional
1xM.2 Type E 2230 support WiFi module, USB 2.0 Signal,
PCle x1Signal

Storage

Storage 1xM.2(Type B)
1x SATAIII

Display

Graphic Chipset
Spec. & Resolution

Multiple Display
LVDS
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Intel® UHD Graphics

HDOMI 2.0b Max resolution 4096 x 2160@60Hz
DP 1.4a Max resolution 4096 x 2160@60Hz
LVDS 1366 x 768 Single channel 18/24-bits
Triple Display

1CH 18/24bits LVDS 1366x768
Chrontel. CH7511B eDP to LVDS Converter

DCin+12V
S&SLEBBE
+
H D
HDMI DP++ DDR5 USB 3.2 RS232/422/485
SO-DIMM
L] L] L]
Specifications
System Information Ethernet
Processor Intel® N97 and Atom® x7000RE series processors LAN Chipset 2 xIntel®i226V (i2261T for wide temp version) 2.5 Gigabit
System Memory 1x262-pin DDR5 4800MHz SO-DIMM socket, supports up to Ethernet
16GB Max. Ethernet Interface 2.5 Gigabit Ethernet
1/0 Chipset ECIC: IT5782 or Equivalent LAN Port 2 x RU45
Fintek_F81435N or Equivalent for COM port
Software Support
Watchdog Timer H/W Reset: 1Sec. ~ 65535Sec./Min. and1 Sec. or 1Min./Step
Wind 1, Li
BIOS AMI BIOS, 256Mbit SPI Flash ROM 0s ndows 1, Linux

Certification

Certification Information CE, FCC, RoHS Compliant

1/0
USB 2xUSB3.2Gen2at |0

4 x USB 2.0 by pin header
COM Port 1x RS-232

1x RS-232/422/485
SATA 1x SATAIII
DIO 1x 4-bit GPIO

Mechanical & Environmental

Operating Temp.
Air Flow

Storage Temp. -40°C ~ 75°C (-40°F ~ 167°F)
Operating Humidity
Weight

Power Requirement

0.661bs (0.3Kgs)

DCin+12V

AT/ATX (Default Setting: AT)
3.94"x 2.83"(100mm x 72mm)

Power Mode

Dimension (L x W)

Standard Temperature: 0°C ~ 60°C (-4°F ~ 140°F) with 0.5m/s

Extend Temperature: -40°C ~ 80°C (-40°F ~ 176°F) with 0.5m/s
Air Flow for Wide Temp CPU SKU

40°C @ 95% Relative Humidity, Non-condensing
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EPX-ASLP

Intel® Processor N-series & Atom® Processor X Series

BGA Processor Pico ITX Motherboard

Mechanical Drawing
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Ordering Information

P/N Processor Chipset LAN USB COM PCle Slot | Power Input Temp. Note
EPX-ASLP-N97-A1R Intel® Processor N-series / N97 NA 2 6 2 0 +12V DC 0°C ~ 60°C (32~140°F) NA
EPX-ASLP-7433-A1R | Intel Atom® Processor X Series / x7433RE NA 2 § 2 0 +12v DC -40°C ~ 80°C (-40~176°F) NA

L] L] L]

Packing List Optional Iltems

Item Quantity P/N Optional Items
EPX-ASLP mainboard 1 EPX-ASLP-N97-ATR Heastink
Desiccant (5g) 1 EPX-ASLP-7433-A1R CPU cooler

SATA cable (35cm)

1

SATA power cable (20cm)

M.2 Screw

M.2 Stand-Off
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EPX-ASLP

Intel® Processor N-series & Atom® Processor X Series

BGA Processor Pico ITX Motherboard

Block Diagram
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EPX-ASLP

Intel® Processor N-series & Atom® Processor X Series

BGA Processor Pico ITX Motherboard

1/0 Overview
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