MiNMATE

W10L100-GCH2-C

10.1" USB Type-C Chassis Display

KEY FEATURES INTRODUCTION

= 10.1", 1280 x 800 Winmate USB Type-C Chassis Display Series delivers a sleek, compact, and

= USB Type-C connector versatile solution for modern industrial and commercial environments. Available in

= Chassis sizes from 7" to 15.6", these displays feature a single USB Type-C connector that

= VESA mount seamlessly integrates power, video input, and touch functionality for ultimate

= PCAP touch convenience. With PCAP touch, high brightness options, front IP65 water and dust
resistance, and VESA mounting support, these displays are ideal for diverse

= Front IP65 L . ' . .
applications such as retail, automation, and control systems, combining durability
and cutting-edge connectivity.

SPECIFICATIONS

Display

Resolution 1280x800 Size 10.1 inches

Contrast Ratio 800:1 Panel Brightness 350 nits
1000 nits(Optional)

Display Color 16.7M Colors View Angles 85,85,85,85

Active Area 216.96 x135.6 mm Touch / Glass Projected Capacitive Multi Touch Screen
Protection Glass (Optional)
Anti-glare Coating (Optional)

Environment

Operating Humidity 10% to 90% (non-condensing) Operating Temperature 0~50°C

Storage Temperature -10~60°C

Certification

Certification CE, FCC

10 Ports

USB Port 1 x USB Type-C Connector Audio 1 x Speaker (Optional)

Mechanical

Dimension 263.3 x 172 x 40.2 mm Mounting VESA Mount/ Panel Mount

Enclosure Plastic Bezel & Aluminum back cover Cooling System Fanless Design

Accessory

Accessory User Manual Optional Accessory Lockable USB-C to Standard USB-C Cable (Optional)
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Waterproof USB-C to Standard USB-C Cable (Optional)
Dual-side Lockable USB Type-C Cable

Revised:V.210604.250603


https://www.winmate.com/

MiNMATE

(Optional)
Power
Power Rating USB Type-C Alt mode (5V/3A)
Control
Button 5 Keys: -, +, Power , Esc, Enter
NOTE

DIMENSIONS UNIT:MM

1. This is a simplified drawing and some
components are not marked in detail.
2. The product shown in this datasheet is a standard
model. For diagrams that contain customized or
F / \ '\ optional I/0, please contact the Winmate Sales
|

| Team for more information.
3. All specifications are subject to change without
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